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7 846 314 16 1

8 846 314 16 1

9 1682 332 2 1

Ausmaß

D9
x4

x4
Z1c

x2
U128

M4x25 x4
A2

 MADERA 800                                                                           2/8

x16
W1

x12
T1

x12
M1 4

3

5

6

7

8

9

21

4

4

4



T31
x1

T30
x1

T1

T1

T1

T1

 MADERA 800                                                                           3/8

T30

S12

1

2

1 4x30 x4
S12

T31

S12

1

2

T1

T1

x12
T1

2

1



x4
Z1c

 MADERA 800                                                                           4/8

4x16 x8
S9

Z1c

S9

B1

B1

2 3
B1

B1

B1

B1

φ 8x28 x12
B1

3

5

6

7

8

Z1c

S9



 MADERA 800                                                                           5/8

4

5

M1

M1

x6
M1

x6
M1

3

5

6

2

1

9



3x16 x2
P2

x10
J23

 MADERA 800                                                                           6/8

6 7
T17

x4
φ8x50

5x60

F33
x2

φ8

32 mm

F33
T17

J23 1

2

W1

x16
W1

P2

9

9



D9
x4x2

U128
M4x25 x4

A2

 MADERA 800                                                                           7/8

8

a)

b)

c)

φ 20 x8
C2

C2

A2U128

D9
clic

7

8

7

8

4

4

4

4

max
4kg

max
4kg

max
4kg

max
4kg

max
4kg

max
4kg



Typ 880
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